The linear elastic analysis of homogeneous, isotropic cracked bodies is a Twentieth Century development. It was recognised that the crack tip stress field is a singularity, but it was not until the introduction of the essentially two dimensional stress intensity factor concept in 1957 that widespread application to practical engineering problems became possible. The existence of three dimensional corner point effects in the vicinity of a corner point where a crack front intersects a free surface was investigated in the late 1970s: it was found that modes II and III cannot exist in isolation. The existence of one of these modes always induces the other. An approximate solution for corner point singularities by Bažant and Estenssoro explained some features of corner point effects but there were various paradoxes and inconsistencies. In an attempt to explain these a study was carried out on the coupled in-plane fracture mode induced by a nominal anti-plane (mode III) loading applied to plates and discs weakened by a straight crack. The results derived from a large bulk of finite element models showed clearly that Bažant and Estenssoro's analysis is incomplete. Some of the results of the study are summarised, together with some recent results for a disc under in-plane shear loading. On the basis of these results, and a mathematical argument, the results suggest that the stress field in the vicinity of a corner point is the sum of two singularities: one due to stress intensity factors and the other due to an as yet undetermined corner point singularity.
INTRODUCTION
he linear elastic analysis of homogeneous, isotropic cracked bodies is a Twentieth Century development [1, 2] , with the first papers appearing in 1907, but it was not until the introduction of the stress intensity factor concept in 1957 [3] that widespread application of linear elastic fracture mechanics (LEFM) to practical engineering T problems became possible. A stress intensity factor is the leading term of a series expansion of a crack tip stress field. The first application of finite elements to the calculation of stress intensity factors for two dimensional cases was in 1969 [4] . Finite element analysis had a significant influence on the development of LEFM. Corner point singularities were investigated in the late 1970s [5] . It was soon found that the existence of corner point effects made interpretation of calculated stress intensity factors calculated using finite element analysis difficult, and their validity questionable. One of the main interests dealing with fracture mechanics is to quantify the crack tip surface displacement [6] . By superimposing the displacements due to the three modes of loading (mode I, mode II, mode III), shown in Fig. 1 , it is possible to fully describe the crack tip surface displacements. If a crack surface is considered as consisting of points then the three modes of crack surface displacement provide an adequate description of the movements of crack surfaces when a load is applied. Assuming a Poisson's ratio, v, greater than zero, and also assuming that the crack front is perpendicular to a surface of a body, as is done in this paper, then it is possible to prove that modes II and III at the crack tip cannot exist in isolation [7, 8] . Mode II causes mode III c and mode III generates mode II c . These induced modes are properly named coupled modes. The superscript c is usually employed for their representation. There are no coupled modes when v is zero, and the magnitude of coupled modes increases with v [9] . It is not clear what happens when v is less than zero. A series expansion is able to represent the stress field in the neighbourhood of the crack tip [3, 10] . The leading order term of this series is the stress intensity factor, K. Subscripts I, II, II are used to denote mode. In agreement with the well known fracture mechanics framework, the stress components are proportional to Kr where r is the distance from the (Fig. 2) . Displacements are instead proportional to Kr. The leading order term tied to the stress intensity factor provides an accurate description of the stress field in a K-dominated region characterized by a radius r  a/10 where a is crack length, [6] . The concept of a corner point singularity was introduced by Bažant and Estenssoro first and later by Pook [5, 11] . Some pioneering results were given also by Benthem [21] . An approximate solution showed that the of intensity of the stress field near the point of corner singularity can be done by defining a stress intensity measure called K  . However, explicit expressions for K, and the stress and displacement fields associated to it are not available. The only statement based on the initial assumption used is that stresses are proportional to K  /r  and displacements to K  r 1 - . The distance r is in this particular case the distance of a generic point from the corner point and  is a function of Poisson's ratio.
Application of Bažant and Estenssoro's analysis was successful in explaining some aspects of behaviour in the vicinity of a corner point, but various paradoxes and inconsistencies appeared [1] . In an attempt to resolve these an extensive finite element research programme has been carried out [13] [14] [15] . The purpose of the present paper is to present some of the results obtained, and also to present a possible approach to resolution of paradoxes and inconsistencies.
THE RESEARCH PROGRAMME
wo models were considered. Firstly, discs of finite thickness under anti-plane (remote nominal mode III) loading [13] . The radius of the disc, r, is equal to 50 mm. A through the thickness crack with its tip at the centre of the disc has been considered, with a length, a, equal to 50 mm. Different ratios have been considered between the disc thickness t and the crack length a. In particular the following ratios have been modelled: t/a = 0.25, 0.5, 0.75, 1, 1.25, 1.5, 1.75, 2, 2.25, 2.5, 2.75 and 3. Finite element models have been analysed by means of ANSYS 11. Stress intensity factors were evaluated from the stress components in the neighbourhood of the crack tip using standard equations [6, 10] . The material has been considered linear elastic and the Poisson's ratio has been set equal to 0.3 while the Young's modulus, E, has been set equal to 200 GPa. The load has been applied in terms of displacement on the nodes corresponding to the cylindrical surfaces. The applied displacements correspond to a nominal mode III stress intensity factor K III = 1 MPam 0.5 (31.62 N·mm 0.5 ). Recently, results have been obtained for in-plane shear loading of a disc, t/a = 1. In plane displacements were applied on the cylindrical surface, corresponding to a nominal mode II stress intensity factor K II = 1 MPam 0.5 (31.62 N·mm 0.5 ). T Secondly, plates of finite thickness under anti-plane (remote nominal mode III) [14] . A square plate with a constant width equal of 100 mm has been considered. The thickness of the plate t has been varied in the models keeping constant the crack length (a = 50mm). The following ratios between t and a have been considered: 0.25, 0.5, 0.75, 1, 1.25, 1.5, 1.75, 2, 2.25, 2.5, 2.75 and 3. As for the case of the discs the material has been considered obeying a linear elastic law with v = 0.3 and E = 200 GPa. In this case the load has been applied by means of a constant displacement equal to 10 -3 mm applied on the external edge of the plate. Displacements u z were applied to the side containing the crack mouth. Stress components , τyz and τxy were obtained from finite element models at different distances, s, from the free surfaces of the plate or disc. In particular, distances of 0 mm, 0.25 mm, 1 mm and 2 mm have been considered. Typical results are shown Fig. 3 , plotted on logarithmic scales. Results from discs and plates are very similar. Values of λ obtained are listed in Tab. 1 comparing the results from discs and plates. For s = 0 and 0.25 mm τ yz does not behave as a straight line. For values of s ranging between 0.25 to 2 mm the slope characterizing τxy is constant and almost equal to the theoretical value of 0.5. Hence, Mode II stress intensity factor K II can be correctly defined and calculated for these values of s. Dealing with cracked plates at s = 0 the slope λ reaches its maximum at t/a = 0.25 remaining in all the cases considered significantly lower than the value of 0.598 usually assumed for the case of a corner point singularity. These latest results are different from those obtained in the case of discs where the slope λ increases for increasing values of t/a. Both for plates and discs the mode III stress intensity factor K III can be well defined at s = 1 mm and 2 mm because the slope is close to that theoretically expected (0.5). For in plane shear loading stresses τyz and τxy on the crack surface at s = 0 mm are similar to the stress distributions for nominal mode III loading. The value of λ, calculated from τ xy , is 0.541, is virtually the same as for nominal mode III loading. The finite element results obtained at the coordinate s = 0 (Fig. 4) show that the stress component τyz is very far from the linear theoretical trend corresponding to a straight line on log log coordinates. This is true both for discs and plates, and the corresponding stress intensity factors are shown in Fig. 12 : the apparent value of the mode III stress intensity factor KIII is strongly dependent on the coordinate x. For s=0 realistic values of KIII cannot be calculated. Values of λ, calculated from τ xy and τ yz , are 0.499 and 0.506, in excellent agreement with the nominal mode III results. Similarly, stresses τ yz and τ xy on the crack surface at s = 2 mm from the disc are similar to the stress distributions for nominal mode III loading.
Values of λ are in excellent agreement. Distributions of KII and KIII at s = 0 mm from the disc surface are similar to those for nominal mode III loading, shown in Fig. 4 . However, through the thickness distribution of K II and K III , differ from those for nominal mode III loading. This difference is because the use of nominal mode II loading has eliminated disc bending. The results show that the change of loading mode from nominal mode III to nominal mode II has had no effect on the distributions of τyz and τxy on and near the crack surface, but has significantly changed the through thickness distributions of K II , K III .
DISCUSSION AND CONCLUSIONS
s previously pointed out [13] [14] [15] A corner point stress function could be expected to reduce to a Westergaard stress function as a special case, but the following argument suggests that this is impossible. The Westergaard method of stress analysis [10] makes use of complex variables in which it is assumed that i 2 = -1. Complex numbers can be represented by a point on a plane. A three dimension equivalent to a Westergaard stress function would have to be based on a hypercomplex number system. Hamilton's quaternions are a hypercomplex number system [16] that is sometimes used in elasticity [17] . In a quaternion it is assumed that i 2 = j 2 = k 2 = -1. A quaternion can be represented by a point in 4 dimensional space. Quaternions can be represented as pairs of complex numbers, but do not include complex numbers as a special case. A three dimensional equivalent of the Westergaard method would have to be based on quaternions. This suggests that a corner point stress function could not include Westergaard stress function as a special case. This implies that stresses in the vicinity of a corner point are sums of stresses due to two different singularities of different orders: stress intensity factors and corner point singularities. The latter being asymptotic to zero as distance from the corner point increases. In other words Bažant and Estenssoro's analysis is incomplete. It is therefore not surprising that values of λ derived from finite element analysis are inconsistent.
To make progress the next step is to use the finite element results to separate the two singularities numerically and see whether this gives clues to the form of corner point singularities.
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